GENERAL NOTES:

Roadway

All compaction of backfill shall be accomplished with a mechanical or
pneumatic tamper. All compaction equipment shall be operated according to
the manufacturers recommendations.

Contract ltems:

Silt Fence
Silt Fence for Ditch Checks
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DETAILS OF SILT FENCE

Silt Fence

SITUATION

Ditch Check

PLAN

BACK VIEW
ATTACHMENT TO POST

Secure fop of Engineering Fabric to Steel Posts using cable ties (50 Ib) or wire.
See details of attachment to posts

() Engineering Fabric to be folded across the botfom of the french.

(3 Steel Posts o be embedded 28 inches below bottom of french. The steel post

nearest the pavement shall be embedded 39 inches
Engineering

Fabric

(@) Trench 12" deep x 4" wide minimum; backfill o be compacted.
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Variable (20" for a normal 10 wide ditch.)
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Highway Division
STANDARD ROAD PLAN [RC-16B

REVISION: Dimension 20’ segment skewed tovard foresiope. REVISION NO.
2

REVISION DATE

APPROVED BY DES[GNWE.THDDS ENGINEER 04-20-04

Fabric to fit trench

Trench Bottom

EROSION CONTROL DETAILS
FOR SILT FENCE (ENGINEERING
FABRIC-TRENCH INSTALLATION)

DETAILS OF
DITCH CHECK




